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Exterior Building Logos

Material: Two 1/4” painted plate cut aluminum logos.
Finish:  COR logo is painted PMS 4189 C. MillerKnoll logo is painted white.
Size:  COR logo is 18” x 84”. MillerKnoll logo is 8-7/8” x 30”.
Mounting: Tape mount flush to facade.

Total Square Feet: 12.35

PHOTO COMP
SCALE: 1/8” = 1’-0”

84”

18”

5”

LOGO DETAIL
SCALE: 1/2” = 1’-0”

45” 18”
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84”

30”

8-7/8”
5”

2-1/4”

LOGO DETAIL
SCALE: 1/2” = 1’-0”

COR MOUNTING DETAIL
SCALE: 1-1/2” = 1’-0”

MK MOUNTING DETAIL
SCALE: 1-1/2” = 1’-0”

1/4” painted
aluminum

Building facade
VHB Tape

VHB Tape

1/4” painted
aluminum

Building facade
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Exterior Building Logos 

Material: Two 1/4” painted plate cut aluminum logos.
Finish:  Painted white.
Size:  COR logo is 14” x 21’ - 10 1/2”. MillerKnoll logo is 9” x 2’-6”.
Mounting: COR logo is mounted with 10-24 stud to penetrate mortar lines only.
  MillerKnoll is tape mount flush to facade.

Total Square Feet: 27.4

PHOTO COMP
SCALE: 1/8” = 1’-0”

21’ - 10 1/2”

1’- 2”

LOGO DETAIL
SCALE: 1/4” = 1’-0”
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2-1/4”

LOGO DETAIL
SCALE: 1/2” = 1’-0”

COR MOUNTING DETAIL
SCALE: 1-1/2” = 1’-0”

MK MOUNTING DETAIL
SCALE: 1-1/2” = 1’-0”

1/4” painted
white aluminum

Building facade
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Building facade



PHOTO COMP - Sign Locations
SCALE: 1/8” = 1’-0”
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SIGN DETAIL
SCALE: 1” = 1’-0”

30”
24”

12”

SIDE A

SIDE B

FRONT VIEW

1-1/2”

PHOTO COMP
SCALE: 1/4” = 1’-0”

Exterior Double Flag Sign

Material: One double sided hanging flag mounted signs. Panel painted acrylic with 
  flat graphics on both sides. Painted aluminum flag mounting bracket.
Finish:  Panel painted PMS 4189 C. Logos are PMS 291 C. Bracket is black.
Size:  12” x 30”.
Mounting: Mechanically mounted with mounting bracket. Fastening hardware to penetrate
  mortar only.

Total Square Feet: 2.5

  

SIGN LOCATION

5-1/4”

Fastening hardware to
penetrate mortar only 

4” x 4” mounting plate

1/4” thick painted
acrylic panel

Fastening hardware to penetrate mortar only 
Building facade


